
H-Line Crimpers - The solution for the user
With H120 on site you are very well equipped for the high volume production. 300 tons of crimping force and 167 mm opening also enables a 
wide range of crimping applications. With the CTS control the functionality of the crimper is wide, Step Crimping, Ferrule Check, 
Crimping Check, Connection and Quality control. When extra options not needed the BASIC version with only 3 buttons is the choice.

BARCODE
Article numbers that are saved in the crimper´s memory 
can be read in and loaded directly with a QR code or 
barcode.

STEP CRIMPING
1-10 rows with different press sizes can be run, after the 
row is finished it is marked clear and the next diameter is 
loaded (all must have the same die set size).
Choices can be made whether individual rows should be
counted or not in the number counter.

FERRULE CHECK
The crimper checks the diameter of the sleeve against 
the set value before crimping.
Tolerance + and - can be set, warning and stop can be 
set for measurements outside tolerance.

PRESSURE CONTROL
Possibility to crimp with force.

CRIMPING CHECK
The crimper is opening  after crimping and then goes together 
with low pressure and control gauges.
Tolerance + and - can be set, warning and stop can be set
for measurements outside tolerance.
Values ​​are saved in a log that can be saved out.

CONNECTION
Serial communication, run data is sent to the crimper prior 
to each pressing. Results are sent back.

QUALITY CONTROL
You can have several users in the system, these can be
logged together with crimp data/results and
saved / retrieved / sent out.
Log data out Serially or via USB or memory card.

DESIGNATION AND PART NUMBER
H120BASIC...............................................9028-01-02
H120CTS 7”..............................................9028-01-07
*H120HIGH SPEED CTS 10”.......................9028-01-07-4

OPTION AND PART NUMBER
PRESSURE CONTROL CTS........................9028-01-06
REMOTE CONTROL CTS...........................9028-01-09
TURNABLE QC RACK 9..............................9028-00-30
TURNABLE QC RACK 15............................9028-00-31
QC TOOL H32...........................................9028-00-09
MECHANICAL BACKSTOP..........................9028-02-11
ELECTRICAL BACKSTOP............................9028-02-12
FOOT SWITCH...........................................9028-02-03
*BARCODE READER
*PRESSURE FORCE MONITORING PFM
*QUALITY CONTROL SOFTWARE QCS ( STEP CRIMPING, FERRULE CHECK 
CRIMPING CHECK AND QUALITY CONTROL )
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• FAST AND EASY OPERATION

• RELIABLE

• QUICK TOOL CHANGE

• FOOT SWITCH

• ELECTRICAL BACKSTOP

• TOUCH SCREEN 10”

• STEP CRIMPING

• FERRULE CHECK

• CRIMPING CHECK

• BARCODE READER

• QUALITY CONTROL

QTY. Material Date

Part name

Drw. No.

Scale

Approved byDrawing size

Rev. No. Revision information Checked date

Drawn by

Rev.

Part no.

1:10

A3

Weight (KG) 

S110101

H120CTS

Sign.

THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF HYDROSCAND 
MACHINE AB.  ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN 
PERMISSION OF HYDROSCAND MACHINE AB IS PROHIBITED.

PROPRIETARY AND CONFIDENTIAL

Appr. by

SHEET 1 OF 1

PRODUCTION  
H120

4

2

3

1

9

6

5

7

8

12

10

14

13

13

1615

17 15

13

11

13

Pos. Artikelnummer
Part number

Ritningsnummer
Drawing number Description Antal

Qty

1 90270589 S110102 Sammans. Stativ H120 1
2 90270603 S110105 Sammans. av Topp-plåt 1
3 90270855 S110136 Chassiedetaljer H120TS 1
4 90270674 S110128 Sammans. Backspegel 1
5 90270673 D110183 Hållare 1
6 90270373 T0555 Adjustable handle M8x30 1
7 90270936 3-415121 Electric Kit H120 Basic 1
8 90270915 S110145 Control panel assy 1
9 90270614 S110148 Sammans. Tank 1
10 90175222 SC MK6S M5 x 10 2
11 90175178 SC MC6S M6 x 8 4
12 90175371 SC K6S-10,9 M8 x 16 4
13 90270107 SC MK6S-10,9 M5 x 12 18
14 90175223 SC MK6S M5 x 20 2
15 90175247 Wa BRB M12 6
16 90175311 SC MC6S M12 x 20 2
17 90183765 SC MC6S-12,9 M12 x 25 4

1 Screws added 2016-01-20
2 Parts removed 2016-02-11
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TECHNICAL DATA
Crimping force in kN..............................................3000
Crimping force in metric tons...................................300
Crimping range diameter  (mm)..............................6-87
Hose size  6SP*  (Inch)...............................................2
Die Set ................................................................H32
Max travel of dies in (mm)........................................68
Max opening without dies (mm)..............................167
Master die D/L (mm)..........................................99/97
Machine control CTS.......................................7” or 10”
Machine control BASIC............Control scale+3 buttons
Motor size in kW ....................................................5,5
Full open to close in sec............................................7
Full cycle open- close-open in sec.............................9
Cycle time 10 mm in sec.........................................1,5
Full open to close in sec HS.......................................4
Full cycle open- close-open in sec HS........................6
Cycle time 10 mm in sec HS....................................1,2
Noise level dBA.......................................................72
Oil (l)....................................................................180 
Colour..................................................Black / Orange

*Hose:2” IsoBar 350 CO Rock X-Flex - 6SP- High Pressure Hose. Ferrule:2”  - 4700 Serie

DIES AND PART NUMBER
H32-06........................................................ 9060-32-06
H32-07........................................................ 9060-32-07
H32-08........................................................ 9060-32-08
H32-09........................................................ 9060-32-09
H32-10........................................................ 9060-32-10
H32-12........................................................ 9060-32-12
H32-14........................................................ 9060-32-14
H32-16........................................................ 9060-32-16
H32-19........................................................ 9060-32-19
H32-22........................................................ 9060-32-22
H32-26........................................................ 9060-32-26
H32-30........................................................ 9060-32-30
H32-34........................................................ 9060-32-34
H32-39........................................................ 9060-32-39
H32-45........................................................ 9060-32-45
H32-51.........................................................9060-32-51
H32-57........................................................ 9060-32-57
H32-63........................................................ 9060-32-63
H32-69........................................................ 9060-32-69
H32-74........................................................ 9060-32-74
H32-78........................................................ 9060-32-78

SPECIAL DIES
H32/H120 7,1 BRAKE...........................................9060-32-07V
H32/H120  AC-dies 18,2mm (16mm)......................9060-32-18T
H32/H120  AC-dies 21,4mm (19mm)......................9060-32-21T
H32/H120  AC-dies 23,6mm (22mm)......................9060-32-23T

DIMENSIONS
Width/ Depth/ Height........................... 840x1050x1800 mm
Weight.................................................................1100 kg 
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MARKING DIES
H32-10........................................................ 9060-32-10M
H32-12........................................................ 9060-32-12M
H32-14........................................................ 9060-32-14M
H32-16........................................................ 9060-32-16M
H32-19........................................................ 9060-32-19M
H32-22........................................................ 9060-32-22M
H32-26........................................................ 9060-32-26M
H32-30........................................................ 9060-32-30M
H32-34........................................................ 9060-32-34M
H32-39........................................................ 9060-32-39M
H32-45........................................................ 9060-32-45M
H32-51.........................................................9060-32-51M
H32-57........................................................ 9060-32-57M
H32-63........................................................ 9060-32-63M
H32-69........................................................ 9060-32-69M
H32-74........................................................ 9060-32-74M
H32-78........................................................ 9060-32-78M


