
TECHNICAL DATA
Crimping range in mm .................................. 10 - 61 mm
Crimping range in inch ..................................0,39 - 2,40
Crimping force in metric tons ...................................140
Crimping force in kN ............................................. 1400
Maximum hose size in inch .................................... 1 ½” 
Die Set  .................................................................H24
Maximum travel of dies in mm ..............................25 mm
Master die Diam. /Length in mm ..........................84 / 80
Master die Diam. /Length in inches .................3,31 / 3,15
Machine control ................................................ Manual
Motor size in kW. .........................................Air pressure
Motor size in HP ..........................................Air pressure
Colour ................................................... Black / Orange

DIMENSIONS
Widht/ Depth/ Height ..........................520x400x370 mm
Weight ............................................................... 69 kg

DESIGNATION: PART NUMBER:
H24AP ........................................................ 9028-00-74

DIES: PART NUMBER:
H24-10 ....................................................... 9063-20-10
H24-12 ....................................................... 9063-20-12
H24-14 ....................................................... 9063-20-14
H24-16 ....................................................... 9063-20-16
H24-19 ....................................................... 9063-20-19
H24-23 ....................................................... 9063-20-23
H24-27 ....................................................... 9063-20-27
H24-31 ....................................................... 9063-20-31
H24-36 ....................................................... 9063-20-36
H24-41 ....................................................... 9063-20-41
H24-47 ....................................................... 9063-20-47
H24-54 ....................................................... 9063-20-54
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H24AP 

H-Line Crimpers
Versatile fi eld perfomance!

H24AP is a robust machine ideally suited for on-site 
conditions where compressed air is available. All parts are 
made in high quality steel with rust protective treatment 
to ensure long lifetime.

• PORTABLE

• QUICK TOOL CHANGE

• RELIABLE


