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H-Line Crimpers - The solution for the user

H24BASIC is a very robust machine ideally suited for the smaller service facilities. All parts are made of high quality steel with rust protective
treatment to ensure long lifetime.

Cr?mping force in kN...' .............................................. 1400 H24-06. . 9063-20-06 H24BASIC 400V, .. oo 9028-00-62-1
Crimping force in metric tons...............ccoooeiiiiii. 140 H24-07 9063-20-07 H24BASIC 230V.... oo 9028-00-63-
Crimping range diameter (mm)..........coccooviiiiiiiinenannn. 6-61 P ey H24BASIC single phase...........c........ 9028-00-64-1
. . H24-08.....ce i 9063-20-08
Hose size 2SN (INCh).....ccoiiiii 1%
. . H24-09.... .o 9063-20-09
Hose size 4SP* (INCh)...ccooininiii 1V STAND H24 9028-00-04-2
. H24-10. .., 9063-20-10 O HER o
Die Set .......... TP H24 Ho4-1D . o 9063-20-12 QC TOOLH24. oo 0028-00-08
Max travel of dies in (IMm)........ooiiiiiiie 25 i g MECHANICAL BACKSTOP. ..o 9028-02-05
) . . H24-14. ..., 9063-20-14
Max opening without dies (Mmm).........c.coooeiiiiiiinnnen. 109
: H24-16. ..., 9063-20-16
Master die D/L (MM)...cooiiiiiccccneee e, 84/80
: . H24-19. ., 9063-20-19
Machine control.............cccciviiiiiiiinnns Micrometer Screw
. H24-23. .. 9063-20-23
MOTOr SIZE IN KW .. e eaeas 2,2
FUll 0PN t0 GlOSE IN SEC (2,2KW)..v.vvvvrroresrssossssssssssseies 1 H24-27 ... 9063-20-27 _ _
Full cycle open-close-open in sec (2, 2KW). 14 H24-31...oiiiiic e, 9063-20-31 Width/ Depth/ Height.................cooo. 754x416x597 mm
ycle op S€-op P roasacacacacacasas: H24-36 v e, 9063-20-36 WEIGNT. ... 125 kg
Cycletime 10 MM iN SEC......ccceiiiiiiieee e 8,8
NOISE IEVE ABA. ..o eeeeeeeeeeeeeeeeee e s eeeoe 64 e e SAGED-
O (1) 27 FIZAS canecozzzzocasanczazzazoasasseszzansansaeszasomasaoccs HUEE-Z0-AT
(070] 01U FUTT TR Black / Orange e e

*Hose 2SN*:1 12" EgeFlex 2 CO 2 layers Steel wire. Ferrule: 4200 Serie

*Hose: 1 4" IsoBar 350 CO Rock X-Flex - 4SP- High Pressure Hose. Ferrule: 14" - 4700 Serie
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