
H-Line Crimpers - The solution for the user
H24D AUTOCAL is a very robust machine ideally suited for the smaller service facilities. All parts are made of high quality steel with rust pro-
tective treatment to ensure long lifetime. It ś equipped with a user friendly touch screen control that gives faster and safer entry of crimping 
data.

 

TECHNICAL DATA
Crimping force in kN..............................................1400
Crimping force in metric tons...................................140
Crimping range diameter  (mm)...............................6-61
Hose size  2SN* ( inch).............................................1 ½
Hose size  4SP*  (Inch).............................................1 ¼
Die Set ..................................................................H24
Max travel of dies in (mm)........................................25
Max opening without dies (mm)..............................109
Master die D/L (mm)...........................................84/80
Machine control..................................TOUCH SCREEN
Motor size in kW 400V/230V/3ph................................3
Full open to close in sec (3kW)....................................8 
Full cycle open-close-open in sec (3kW)....................10
Cycle time 10 mm in sec.........................................  2,9
Noise level dBA........................................................69
Oil (l).......................................................................27
Colour.................................................. Black / Orange

*Hose  2SN*:1 ½” EgeFlex 2 CO 2 layers Steel wire. Ferrule: - 4200 Serie

*Hose: 1 ¼”  IsoBar 350 CO Rock X-Flex - 4SP- High Pressure Hose.  Ferrule: 1 ¼”   - 4700 Serie

DIES AND PART NUMBER
H24-06........................................................ 9063-20-06
H24-07........................................................ 9063-20-07
H24-08........................................................ 9063-20-08
H24-09........................................................ 9063-20-09
H24-10........................................................ 9063-20-10
H24-12........................................................ 9063-20-12
H24-14........................................................ 9063-20-14
H24-16........................................................ 9063-20-16
H24-19........................................................ 9063-20-19
H24-23........................................................ 9063-20-23
H24-27........................................................ 9063-20-27
H24-31........................................................ 9063-20-31
H24-36........................................................ 9063-20-36
H24-41........................................................ 9063-20-41
H24-47........................................................ 9063-20-47
H24-54........................................................ 9063-20-54

DESIGNATION AND PART NUMBER

H24D AUTOCAL 400V................................9028-00-68-1
H24D AUTOCAL 230V................................9028-00-69-1
H24D AUTOCAL single phase.....................9028-00-70-1

STAND H24..............................................9028-00-04-2
QC TOOL H24...........................................9028-00-08
MECHANICAL BACKSTOP..........................9028-02-05
ELECTRICAL BACKSTOP............................9028-02-04
FOOT SWITCH...........................................9028-02-03

DIMENSIONS
Width/ Depth/ Height........................... 754x416x597 mm
Weight.................................................................125 kg 
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• FAST AND EASY OPERATION

• RELIABLE

• QUICK TOOL CHANGE

• LOW NOISE LEVEL

• QUICK TOOL CHANGE

• FOOT SWITCH

• ELECTRICAL BACKSTOP

• TOUCH SCREEN
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Pos. Artikelnummer
Part number

Ritningsnummer
Drawing number

Beskrivning
Description

Antal
Qty

1 90272261 S061012 Gable 1 assy 1
2 90272262 S061013 Gable 2 assy 1
3 90272305 D061103 Front plate, Stand H24 2
4 90272264 D061104 Foot plate 2
5 90272265 D061106 Upper crossmember 2
6 90272266 D061108 Vertical L-bar 4
7 90272267 D061110 Long U-box 1
8 90272268 D061112 U-box Short 1
9 90272269 D061116 Nut plate M8 4

10 90175197  Screw MF6S M8x16 8
11 90270193  Screw MK6S M6x12 41
12 90270171 D055011 Small die set holder 18
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