
H-Line Crimpers - Versatile field perfomance
H24DC ideally suited for service vans and is operated by 12 or 24 volts. All parts are made of high quality aluminium AND steel to ensure a long lifetime.

SERVICE

H24DC

TECHNICAL DATA
Crimping range in mm.......................................6 - 61
Crimping force in metric tons...............................140
Crimping force in kN..........................................1400
Hose size  2SN ( inch)..........................................1 ½
Hose size  4SP*  (Inch).........................................1 ¼
Die Set .......................................................... ...H24
Max travel of dies in (mm)......................................25
Max opening without dies (mm)............................109
Master die D/L (mm)........................................84/80
Machine control............................ Micrometer Screw
Motor size in kW 12V/24V..............................1,6 / 2,2 
Full open to close (sec)..........................................8
Full cycle open and close (sec).............................28
Noise level (dB)...................................................77
Oil (l)....................................................................8 
Colour...............................................Black / Orange

*Hose  2SN*:1 ½” EgeFlex 2 CO 2 layers Steel wire. Ferrule: 4200 Serie

*Hose: 1 ¼”  IsoBar 350 CO Rock X-Flex - 4SP- High Pressure Hose. Ferrule: 1 ¼”   - 4700 Serie

DIES AND PART NUMBER
H24-06........................................................ 9063-20-06
H24-07........................................................ 9063-20-07
H24-08........................................................ 9063-20-08
H24-09........................................................ 9063-20-09
H24-10........................................................ 9063-20-10
H24-12........................................................ 9063-20-12
H24-14........................................................ 9063-20-14
H24-16........................................................ 9063-20-16
H24-19........................................................ 9063-20-19
H24-23........................................................ 9063-20-23
H24-27........................................................ 9063-20-27
H24-31........................................................ 9063-20-31
H24-36........................................................ 9063-20-36
H24-41........................................................ 9063-20-41
H24-47........................................................ 9063-20-47
H24-54........................................................ 9063-20-54

DESIGNATION AND PART NUMBER
H24DC 12V.................................................9028-00-71
H24DC 12V LW............................................9028-00-71-1
H24DC 24V................................................ 9028-00-72
H24DC 24V LW............................................9028-00-72-1

H24 ACCESSORIES
QC-plate H24 ..............................................9028-00-25
QC tool H24 ................................................9028-00-08

DIMENSIONS
Width/ Depth/ Height........................... 631x416x369 mm
Weight.................................................................80 kg
Width/ Depth/ Height LW........................595x597x321 mm
Weight LW............................................................47 kg

Hydroscand Machine | Pungmakarbovägen 1, SE-783 90 Säter, Sweden | Phone: +46-(0)225-573 30 | Fax: +46-(0)225-501 08 | info@hydroscand-machine.se | hydroscand-machine.com

• PORTABLE

• QUICK TOOL CHANGE

• RELIABLE

• ONLY 47 KG
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H24DC 12V Part no. 90280071
H24DC 24V Part no. 90280072

H24DC 12V RAL9023 Part no. 90280037
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Pos. Artikelnummer
Part number

Ritningsnummer
Drawing number Description Antal

Qty

1 90270249/ 
90270534 D055104 Plate H24DC/H32DC RAL2003S/ 

Plate H24DC/H32DC RAL9023 1

2 90270288/
90270289 E0108 Push button closing/

Push button opening 2
3 90280006 S054026 Control device H24 1
4 90270248 D054013 Handle 2
5 90270814 D055111 DIN Rail L50 1
6 90280624 WEW_35_2 Cable kit H24 12/24V 2
7 90190272 WDU_2_5 Terminal WDU 2,5 5
8 90190273 WAP_2_5-10 Endplate WAP 2,5-10 1
9 90270218 D055103 Plastic Cover DC 1
10 90270599 D054082 BASE H24/H32 DC 1
11 90270459 D055107 Cover Bracket 2
12 90270460 D055108 Cover Bracket 1
13 90181371 Plastic cap2 6
14 90270251 kopplingsdon part1 Stifttag G4A5M 1
15 90270297 Hose H24 Hydraulic hose 3/8" 670 1
16 90270270 T0557 G UF x G UF 1
17 90270299 7204-08-06-hydroscand Adapter 1/2"-3/8" 1
18 90272155 S110513 Pressure switch assy 1
19 90270876 S054028N Crimping head H24 GS Corr-i 1
20 90175002 WA BRB M6 4
21 90175041 SC MC6S 6x16 4
22 90175031 NU LM6M M8 Locking 12
23 90175263 WA FBB M8 4
24 90175020 WA BRB M8 12
25 90175158 SC MC6S 8x40 8
26 90175294 SC MC6S 3x8 M3 x 8 2
27 90010423 T0105 Rubber foot 4
28 90270193 SC MK6S 6x12 4
29 90180206-1 S061002 Die change tool 1
30 90175222 SC MK6S M5 x 10  19
31 90183883 T0560 Svart nit D8 2
32 90270226/ 

90270227 H24 12_24_MPS Powerpack, 12VDC / 24VDC 1
33 90271019 D055115 Spacer for powerpack DC 1
34 90175099 ISO 10642 - M8 x 20 - 20N Screw 4
35 90175179 ISO 4762 M8 x 8 - 8N Screw 4
36 90270940 T0600 Mätuttag G1/4" 1

2 parts added, parts updated 2016-01-08
3 Changed power pack, added plate 2019-06-10
4 Update parts at Powerpack 2019-10-21
5 Pressure switch added 2019-12-05
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