SERVICE

H-Line Crimpers

H24Dynamic is the most “basic” machine in our range operated by a single phase hydraulic power pack or three phase hydrualic power pack. It’s stripped down to
make it as cost effective as possible. Ideally suited for on-site repair work, service vans or smaller service facilities. All parts are made of high quality steel to ensure
a long lifetime.

Crimping range in MM........cocoviiiiiiiiiieeeeee e 6 - 61 H24-06.......oeieieii e 9063-20-06

Crimping force in metrictons............cccocoeeiiinil. 140 H24-07 ...t 9063-20-07 H24Dynamic 400V.........ccviiiiiiiiiiceceeeeee 9028-00-65
Crimping force inkN...........cooiiii 1400 H24-08. ... 9063-20-08 H24Dynamic 230V........coiiiiiiiiiiiieeee 9028-00-66
Hose size 2SN (inCh).......ccvvviiiiiiiiiiieeeeeen, 1% H24-09.....ciiiiie e, 9063-20-09 H24Dynamic single phase..............cocoiiiiinnes 9028-00-67
Hose size 4SP* (INCh).....cooviiiiiie 1% H24-10. . e 9063-20-10

Die St ouieii e H24 H24-12. . 9063-20-12

Max travel of diesin (Mmm).......cccoooiiiiiiiiiiiiiienn, 25 H24-14. . . 9063-20-14 QC-plate H24 ... 9028-00-25
Max opening without dies (mm)...........ccoevvieniennn. 109 H24-16... ..o, 9063-20-16 QCtoOIH24 ... 9028-00-08
Master die D/L (Mm).....ccooiiiiiiiiiineeea, 84/80 H24-19. . 9063-20-19

Machine control....................oooeie. Micrometer Screw H24-23. .. 9063-20-23

Motor size in KW 230V/400V.........ccooviiiiiiiiiiiinn. 3 H24-27 ... 9063-20-27 Width/ Depth/ Height.........ccoveeveenee.. 570x390x560 mm
Motor size in KW SINGLE PHASE..............cc.ccoviene. 1,5 H24-31. . 9063-20-31 WEIGNE. .t 95kg
Full open to close sec (3kW)................. e ee e 9 H24-36. ... 9063-20-36

Full cycle open-close-open in sec (3kW)................. 28 H24-41. . 9063-20-41

Noise level dBA.........ooiiii 65 H24-47 .. ..o 9063-20-47

(@ ] I TP 8 H24-54. .. .. 9063-20-54

COlOUN .o Black / Orange

*Hose 2SN*:1 12" EgeFlex 2 CO 2 layers Steel wire. Ferrule: 4200 Serie
*Hose: 1 4” IsoBar 350 CO Rock X-Flex - 4SP- High Pressure Hose. Ferrule: 1 14" - 4700 Serie
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