
TECHNICAL DATA
Crimping range in mm .................................. 10 - 87 mm
Crimping range in inch ..................................0,39 - 3,42
Crimping force in metric tons ........................ 200 or 260
Crimping force in kN ............................................. 2000
Maximum hose size in inch ........................................2” 
Die Set  ................................................................H32
Maximum travel of dies in mm .............................33 mm
Master die Diam. /Length in mm .........................99 / 80
Master die Diam. /Length in inches ................3,90 / 3,15
Machine control ................................................ Manual
Motor size in kW 1 phase / 3 phase
 ..............................................................1,5 kW /3 kW 
Colour................................................... Black / Orange

DIMENSIONS
Widht/ Depth/ Height .......................... 670x492x627 mm
Weight ..............................................................138 kg

DESIGNATION: PART NUMBER:
H32Dynamic 400V ........................................9028-00-83
H32Dynamic 230V ........................................9028-00-84
H32Dynamic 230V single phase ......................9028-00-85

DIES: PART NUMBER:
H32-10 ....................................................... 9060-32-10
H32-12 ....................................................... 9060-32-12
H32-14 ....................................................... 9060-32-14
H32-16 ....................................................... 9060-32-16
H32-19 ....................................................... 9060-32-19
H32-22 ....................................................... 9060-32-22
H32-26 ....................................................... 9060-32-26
H32-30 ....................................................... 9060-32-30
H32-34 ....................................................... 9060-32-34
H32-39 ....................................................... 9060-32-39
H32-45 ....................................................... 9060-32-45
H32-51 ....................................................... 9060-32-51
H32-57 ....................................................... 9060-32-57
H32-63 ....................................................... 9060-32-63
H32-69 ....................................................... 9060-32-69
H32-74 ........................................................9060-32-74
H32-78 ....................................................... 9060-32-78
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H32Dynamic - SUITED FOR ON - SITE REPAIR WORK 

• CRIMPING HEAD ROTATABLE 90 DEGREES

• EASY ACCESS TO LIFTING POINTS

H32 ACCESSORIES
QC-plate H32 ..............................................9028-00-26
QC tool H32 ................................................9028-00-09

QC-Plate H32 QC - tool H32


