
H-Line Crimpers - The solution for the user
For the toughest hydraulic applications or the larger size industrial hoses, H70 is the choice! With 350 ton crimping force and 220 mm 
opening the range of crimping applications are covered. All parts are made of high quality steel with rust protective treatment to ensu-
re long lifetime.

 H70D AUTOCAL

TECHNICAL DATA

Crimping range in mm.......................................10 - 220
Crimping range in inch...................................0,39 - 8,65
Crimping force in metric tons...................................350
Crimping force in kN..............................................3500
Maximum hose size in inch..........................................6”
Die Set .......................................................... H70/ H32
Maximum travel of dies in mm..............................51 mm
Master die Diam. /Length in mm....................220 / 164,5
Machine control........................................Touch screen
Motor size in kW ......................................................5,5
Full open to close in sec ............................................16
Full cycle open-close-open in sec...............................30
Noise level dBA.........................................................75
Oil (l) .......................................................................35
Colour....................................................Black / Orange

DIES AND PART NUMBER

H32-10........................................................ 9060-32-10
H32-12........................................................ 9060-32-12
H32-14........................................................ 9060-32-14
H32-16........................................................ 9060-32-16
H32-19........................................................ 9060-32-19
H32-22........................................................ 9060-32-22
H32-26........................................................ 9060-32-26
H32-30........................................................ 9060-32-30
H32-39........................................................ 9060-32-39
H32-45........................................................ 9060-32-45
H32-51.........................................................9060-32-51
H32-57........................................................ 9060-32-57
H32-63........................................................ 9060-32-63
H32-69........................................................ 9060-32-69
H32-74........................................................ 9060-32-74
H32-78........................................................ 9060-32-78
H70-86........................................................ 9060-70-86
H70-94........................................................ 9060-70-94
H70-102.......................................................9060-70-102
H70-110........................................................9060-70-110
H70-118........................................................9060-70-118
H70-128.......................................................9060-70-128

DESIGNATION AND PART NUMBER

H70D AUTOCAL 400V................................9028-03-02
QC TOOL H32...........................................9028-00-09
MECHANICAL BACKSTOP..........................9028-02-05
ELECTRICAL BACKSTOP............................9028-02-12
FOOT SWITCH...........................................9028-02-03

DIMENSIONS
Width/ Depth/ Height............................890x471x850 mm
Weight.................................................................600 kg 
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• HOSE SIZE UP TO 6”

• 350 TON CRIMPING FORCE

• QUICK TOOL CHANGE

• FOOT SWITCH

• ELECTRICAL BACKSTOP

• TOUCH SCREEN

H70-138........................................................ 9060-70-138
H70-148........................................................ 9060-70-148
H70-158........................................................ 9060-70-158
H70-170........................................................ 9060-70-170
H70-182........................................................ 9060-70-182
H70-192........................................................ 9060-70-192
H70-204........................................................ 9060-70-204


