
TECHNICAL DATA
Hose Capacity 1-2 layer single and 3-phase: ......  3/16”-2”
Hose Capacity 1-2 layer 12V:  ...................... 1/4” - 1 1/4”
Hose Capacity 4 layered single and 3-phase:  1/4” - 1 1/4”
Hose Capacity 4 layered 12V:  ........................1/4” - 3/4”
Max hose diameter .............................................70 mm
Motor 1ph/3ph ......................................... 2,2kW or 3kW
Diameter (blade), ext ........................................ 300 mm 
Diameter (blade), int  .........................................50 mm
Connection to smoke evacution system .................63 mm
Colour................................................... Black / Orange 

DIMENSIONS
Widht/ Depth/ Height ..........................450x400x430 mm
Weight ............................................................... 45 kg

DESIGNATION: PART NUMBER:
MiniCut 5-50 3ph 400V .................................9006-01-00
MiniCut 5-50 single phase .............................9006-02-00
MiniCut 5-50 12V .........................................9006-03-00
MiniCut 5-50 24V .........................................9006-03-01

SPARE PARTS: PART NUMBER
Cutting blade HSM 300x3x50 Smooth .............9003-00-04
Cutting blade HSM 300x3x50 Toothed ............9003-00-05
Smoke evacuation system ............................. 9010-01-00
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MiniCut 5-50 - SERVICE LINE 

H-Line Cutters

MiniCut is our smallest cutting machine with a very 
compact and robust design. It’s highly reliable and easy to 
use. Our new handle design enables easy acces from the 
front and gearing makes it easier to cut. There are several 
motor options to choose from. MiniCut is ideal for the 
service van or smaller production.


