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Production - The otion for the user

A motorized reel for hose coiling with variable speed control in both directions, ideal when you are cutting hose length and winding is necce-
sarry. The reel is tiltable 0-90 degrees for unwinding of hose/cables. Center pins very easy to adjust to coil size, stepless adjutment of all cen-
ter pins in same operation. Delivered with locking ring to avoid the hose to drop off or tangle in the center arms.

Autoreel DynamicC........coovviviviiiiiieeen 9004-01-05
Hosereel Dynamic ( without motor )., 9004-01-06
Width/ Depth/ Height...............c.oooeen. 1410x1410x1040mm
REEL Diameter.................coenene. 1410mm or 1610 mm
Weight.....o 120 kg
Max load of ree|((horizontal/vertical) ........................ 500/400 kg
HOSE CapacCity .......vvviniiiiiiiieecee e 1/8” - 3”
Max. OD COil......ceoniiiii e 1410 mm
Min. OD COil...cuieiiiiiiii e 300 mm
Max. height Coil........cccooiii e 500 mm
Machine control ..... Remote control / foot swich as option
Motor size inkW 1 phase ..........ccooevviiiiiiinn.. 0,55 kW
Stepless adjusting speed ........ccovviiiiiiiiiiiinenns 0 -28 Rpm
COlOUN e Black / Orange
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